Problem 1.

Here is a specification of a brand new OfficePhone2000:

The OfficePhone2000 will be available when the phone is on the hook, and busy otherwise.

When the phone receives an incoming call, it will determine whether the phone is busy or available. If the phone is busy, the incoming call will be forwarded to the voice mail unit; if the phone is not busy, then the phone will ring. The phone will stop ringing if the caller hangs up; if the phone is still ringing after 10 seconds, the call will be sent to the voice mail unit and the phone will stop ringing.

The voicemail part of the OfficePhone2000 will wait for calls to be forwarded to it. When a call is forwarded to it, it will play the recording. When the end of the recording is reached, the voicemail unit will begin recording, indicating this with a "beep". If the caller hangs up at any time after being forwarded to the voicemail unit, the voicemail unit will stop whatever it is doing and resume waiting for another call to be forwarded to it. If the recording had begun, the voicemail indicator on the phone will start flashing; when messages are cleared, the indicator will stop flashing.

If the user of the phone presses the "supervisor" button on the phone, the voicemail unit will be deactivated; if there are any callers in the voicemail system and the phone is available, the phone will ring until the phone is either busy or the caller hangs up. If the phone is busy when this happens, the caller will be disconnected. No calls will be forwarded to the voicemail unit and the indicator will not flash until the voicemail unit is reactivated; reactivating the voicemail unit will resume flashing the indicator as appropriate. While the voicemail is inactive, incoming calls will be held until the phone is available. Voicemail can be reactivated by pressing the "supervisor" button again.

a) Draw the StateChart representation of this design.

b) If you were to draw this as an FSM, how many states would you need?
Problem 2.

What does the following diagram in SDL do? (<true> signals can be ignored) Draw the FSM representing it.
Problem 3.

List the following items under appropriate columns shown below and draw lines between items when a particular language supports a particular model of computation.
- StateCharts, SDL, PetriNet, UML, CFSM, ADA, Differential Equations, VHDL, Synchronous message passing, Asynchronous message passing, Synchronous data-flow (SDF) graphs, Discrete event model

<table>
<thead>
<tr>
<th>Model of Computation</th>
<th>Specification Language</th>
</tr>
</thead>
</table>

Problem 4.

Consider the Petri net defined by:
\[ P = \{ p_1, p_2, p_3 \} \]
\[ T = \{ t_1, t_2, t_3 \} \]
\[ A = \{ (p_1 t_1) (p_1 t_3) (p_2 t_1) (p_2 t_2) (p_3 t_3) (t_1 p_2) (t_1 p_3) (t_2 p_3) (t_3 p_1) (t_3 p_2) \} \]
With all weights being one except \( w(p_1 t_1) = 2 \)

a) draw the Petri net graph
b) let \( M_0 = [1 \ 0 \ 1] \). Show why transition \( t_1 \) can’t be enabled in any subsequent operations of the Petri net
c) let \( M_0 = [2 \ 1 \ 1] \). What happens in subsequent operations of the Petri net?

Problem 5  An SDF is shown below (edge labels are in dark grey):

<table>
<thead>
<tr>
<th>A</th>
</tr>
</thead>
<tbody>
<tr>
<td>3</td>
</tr>
<tr>
<td>2</td>
</tr>
<tr>
<td>1</td>
</tr>
<tr>
<td>---</td>
</tr>
<tr>
<td>B</td>
</tr>
<tr>
<td>2</td>
</tr>
<tr>
<td>3</td>
</tr>
<tr>
<td>---</td>
</tr>
<tr>
<td>C</td>
</tr>
<tr>
<td>1</td>
</tr>
<tr>
<td>3</td>
</tr>
</tbody>
</table>

a) Write its incidence matrix
b) What is its rank?
c) System constraints specify that task A has to execute before task B which has to execute before task C. Is there a PASS schedule? If not, change the SDF so that there is a PASS. Derive the PASS schedule.
d) Derive the initial condition for the schedule defined in part c)
e) Derive the buffer sizes for the schedule from part c)
Problem 6

Draw a Petri net for this communication protocol; be careful to implement exactly what is specified here:

- The transmitter sends a frame and stops waiting for an acknowledgement from the receiver (ACK).
- Once the receiver correctly receives the expected packet, it sends an acknowledgement to let the transmitter send the next frame.
- When the transmitter does not receive an ACK within TO clock ticks, then it retransmits the packet.

Is there a deadlock? If so, can you fix it?

Problem 7

Draw a minimum size FSM representing the following StateChart description.

Problem 8

Your job is to implement the following function:

\[ \text{fun}(x, y, n, T) = f(w)[x \cos \left(\frac{2n}{T}\right) - f(w)]y \sin\left(\frac{2n}{T}\right) \]

Assume that \( f(w)[z] \) is a mapping function that takes variable \( z \) and provides result \( f(z) \).

a) Implement this system using SDL
b) Implement it using a data flow graph

Which model of computation is more natural for this type of function?

Problem 9

Briefly discuss which model(s) of computation is best suited for:

a. a modulo-10 counter
b. a telephone answering machine
c. a microprocessor
d. a communication protocol for accessing a memory
e. algorithm to determine the median of a set of numbers