3.41 Using the five-step process for designing a controller, convert the FSM you created
for Exercise 3.27 to a controller, implementing the controller using a state register
and logic gates.

Step 1 - Capture the FSM

Inputs: B, Ouiputs: s1,50 B
B

The FSM was created during Exercise 3.27.

Step 2 - Create the architecture
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Step 3 - Encode the states
A straightforward encoding is Time2=000, Alarm=001, Alarm2=010, Stop-
watch=011, Stopwatch2=100, Date=101, Date2=110, Time=111.

Continued on next slide
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Problem 3.41 continued

Step 4 - Create the state table

Inputs Outputs

s2 sl s0 BIn2z nl n0O sl s0
0 0 0 0]0 0 0 0 0
o 0 0 1]¢ 0 1 0 0
o 0 1 010 1 0 0 1
0 0 1 1]¢ 0 1 0 1
0 1 0 0]¢ 1 0 0 1
0 1 0 1]¢ 1 1 0 1
o 1 1 0]1 0 0 1 0
0 1 1 1]0 1 1 1 0
1 0 0 0]1 0 0 1 0
1 0 0 1|1 0 1 1 0
1 0 1 0]1 0 1 1 1
10 1 1|1 1 0 1 1
1 1 0 0}1 1 0 1 1
1 0 1|1 1 1 1 1
11 1 0]0 0 0 0 0
11 1 1|1 1 1 0 0

Step S - Implement the combinational logic
2=52"slsOB” + s2s1’ + s2s0” + s2B

nl =s1sO” +sIB +s2s0B + s2°s1°'sOB”

n0=s0’B +s2’B +s1B +s2s1’sOB’

sl =s2s0” +s2s1” + s2’s1s0

sO =s1 XOR s0O
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