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Lecture 14:
Naming, NAT, and Intro Routing



Lecture 14 Overview

 Discovering IP Addresses (ARP,DHCP)

 Naming IP addresses (DNS)

 Combining IP addresses (NAT)
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Address Resolution Protocol
 Every node maintains an ARP table

u (IP address, MAC address) pair
 Consult the table when sending a packet

u Map destination IP address to MAC address
u Encapsulate and transmit the data packet

 What if the IP address is not in the table?
u Broadcast: “Who has IP address x.x.x.x?”
u Response: “MAC address yy:yy:yy:yy:yy:yy”
u Sender caches the result in its ARP table
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Bootstrapping Problem
 Host doesn’t have an IP address yet at boot

u So, host doesn’t know what source address to use

 Host doesn’t know who to ask for an IP address
u So, host doesn’t know what destination address to use

 Solution: broadcast to discover a server who can help
u Install a special server on the LAN to answer IP distress calls

host host host...

DHCP server
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DHCP
 Broadcast-based LAN protocol algorithm

u Host broadcasts “DHCP discover” on LAN (e.g. Ethernet broadcast)
u DHCP server responds with “DHCP offer” message
u Host requests IP address: “DHCP request” message
u DHCP server sends address: “DHCP ack” message w/IP address

 Easy to have fewer addresses than hosts (e.g. UCSD 
wireless) and to renumber network (use new addresses)

 What if host goes away (how to get address back?)
u Address is a “lease” not a “grant”, has a timeout
u Can a host have different IP addresses at different times?
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Domain Name System (DNS)
 Distributed administrative control

u Hierarchical name space divided into zones
u Distributed over a collection of DNS servers

 Hierarchy of DNS servers
u Root servers
u Top-level domain (TLD) servers
u Authoritative DNS servers

 Performing the translations
u Local DNS servers
u Resolver software

6CSE 123 – Lecture 14: Naming, NAT, and Intro Routing



com edu org ac uk zw

Root (A,B,C,D,E…)

bar

west east

foo my

ac

cam

usr

generic domains country domains

my.east.bar.edu usr.cam.ac.uk

DNS: Distributed Database
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DNS Root Servers
 13 root servers (see http://www.root-servers.org/)

u Labeled A through M

B USC-ISI Marina del Rey, CA
L ICANN Los Angeles, CA

E NASA Mt View, CA
F  Internet Software C. Palo 
Alto, CA (and 17 other 
locations)

I Netnod, Stockholm (plus 3 
other locations)

K RIPE London (+ Amsterdam, Frankfurt)

M WIDE Tokyo

A Verisign, Dulles, VA
C Cogent, Herndon, VA (also Los Angeles)
D U Maryland College Park, MD
G US DoD Vienna, VA
H ARL Aberdeen, MD
J Verisign, ( 11 locations)
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Using DNS
 Local DNS resolver (“default name server”)

u Usually near the end hosts who use it
u Local hosts configured with local server (e.g., /etc/resolv.conf) 

or learn the server via DHCP

 Client application
u Extract server name (e.g., from the URL)
u Do gethostbyname() to trigger resolver code

 Server application
u Extract client IP address from socket
u Optional gethostbyaddr() to translate into name
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Example
Host at cis.poly.edu

wants IP address for 
gaia.cs.umass.edu

requesting host
cis.poly.edu

gaia.cs.umass.edu

root DNS server

local DNS resolver
dns.poly.edu

1

2
3

4

5

6

authoritative DNS server
dns.cs.umass.edu

78

TLD DNS server

10

.edu
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Reliability
 DNS servers are replicated

u Name service available if at least one replica is up
u Queries can be load balanced between replicas

 UDP used for queries (Why not TCP?)
u Need reliability: so must implement this on top of UDP
u Try alternate servers on timeout
u Exponential backoff when retrying same server

 Cache responses to decrease load
u Both at end hosts and local servers
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Private IP Address Space
 Sometimes you can’t get/don’t want IP addresses

u An organization wants to change service providers without 
having to renumber its entire network

u A network may be unable obtain (or cannot afford) enough IP 
addresses for all of its hosts

 IP provides private address space anyone can use
u 10/8, 192.168/16, 172.16.0/20
u These addresses are not routable—Internet routers should 

drop packets destined to these so-called bogons

 What good are they if can’t use them on the Internet?
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Network Address Translation
 We are running out of address space!

 Hack: Gateway router can rewrite IP addresses as 
packets leave or enter a given network
u I.e., replace private addresses with public ones
u Router needs to see and update every packet

 Maintains a mapping of private-to-public addresses
u Simple case is a one-to-one mapping
u Anytime you change provider, just update mapping table
u In more clever scenarios, can map a larger set of private 

addresses to a smaller set of public addresses
u In the extreme map the entire private network to one public IP!
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 a.k.a. Network Address [and port] Translation (NApT),
Port Address Translation (PAT), or, colloquially, just NAT.

 Entire local network uses just one IP address as far as 
outside world is concerned:
u Can change addresses of devices in local network 

without notifying outside world
u Can change ISP without changing addresses of devices 

in local network
u Devices inside local net not explicitly addressable, 

visible by outside world (a security plus).
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IP Masquerading (aka NAT)
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10.0.0.4

10.0.0.2

10.0.0.3

10.0.0.1

138.76.29.7

local network
(e.g., home network)

10.0.0.0/8

rest of
Internet

Packets with source or 
destination in this network

have 10.0.0.0/8 address for 
source, destination (as usual)

All packets leaving local
network have same single source 

NAT IP address: 138.76.29.7
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A NAT’d Network

How do you figure out what traffic is 
for each host behind the NAT?
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10.0.0.4

10.0.0.2

10.0.0.3

S: 10.0.0.4:3345
D: 132.239.8.45:80

1
10.0.0.1

138.76.29.7

1: host 10.0.0.4 
sends packet to 
132.239.8.45:80

NAT translation table
WAN side addr        LAN side addr

138.76.29.7:5001   10.0.0.4:3345
……                                         ……

S: 132.239.8.45:80 
D: 10.0.0.4:3345 4

S: 138.76.29.7:5001
D: 132.239.8.45:802

2: NAT router
changes packet
source addr from
10.0.0.1:3345 to
138.76.29.7:5001,
updates table

S: 132.239.8.45:80 
D: 138.76.29.7:5001 3

3: Reply arrives
dest. address:
138.76.29.7:5001

4: NAT router
changes packet
dest addr from
138.76.29.7:5001 to 10.0.0.4:3345

NAT’s hack: use port numbers!
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NAT Challenges
 End hosts may not be aware of external IP address

u Some applications include IP addresses in application data
u Packets will contain private IP addresses inside payload
u Many NATs will inspect/rewrite certain protocols, e.g., FTP

 NAT’d end hosts are not reachable from the Internet
u All connections must be initiated from within private network
u Alternative is to configure fixed forwarding in NAT
u Many protocols for NAT traversal to get around this
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For next time…

• Project 3 out today (build your own router!)
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