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Life on Mars?
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This pattern recognizer should have

A.One state because it has one output

B.One state because it has one input

C.Two states because the input can be 0 or 1

D.More than two states because ….

E.None of the above

Mars rover has a binary input x. When it receives the input 

sequence x(t-2, t) = 001 from its life detection sensors, it 

means that the it has detected life on Mars and the output    

y(t) = 1, otherwise y(t) = 0 (no life on Mars).
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Mars Life Recognizer FSM
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Which of the following diagrams is a correct Mealy solution 

for the 001 pattern recognizer on the Mars rover?

A.
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B. 0/0

C. Both A and B are correct

D. None of the above
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Pattern Recognizer ‘001’
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What does state table need to show to design controls of C1?

A.(current input x(t), current state S(t) vs. next state, S(t+1))

B.(current input, current state vs. current output y(t))

C.(current input, current state vs. current output, next state)

D.None of the above

Mars Life Recognizer FFs
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State Diagram => State Table with State Assignment

State Assignment

S0: 00

S1: 01

S2: 10

S(t)\x 0 1

S0 S1,0 S0,0

S1 S2,0 S0,0

S2 S2,0 S0,1

S(t)\x 0 1

00 01,0 00,0

01 10,0 00,0

10 10,0 00,1

Q1(t+1)Q0(t+1), y

C1 C2

CLK

x(t)

y(t)

Mealy Machine

S(t)
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State Diagram => State Table => Excitation Table => Circuit

Q1(t) Q0(t)\x 0 1

00 01,0 00,0

01 10,0 00,0

10 10,0 00,1

id Q1Q0x D1 D0 y

0 000 0 1 0

1 001 0 0 0

2 010 1 0 0

3 011 0 0 0

4 100 1 0 0

5 101 0 0 1

6 110 X X X

7 111 X X X

C1 C2

CLK

x(t)

y(t)

Mealy Machine

S(t)
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x(t)

Q1

0          1           X          1

0          0           X          0

Q0D1(t):

D1(t) = x’Q0 + x’Q1

D0 (t)= Q’1Q’0 x’

y= Q1x

State Diagram => State Table => Excitation Table => Circuit

id Q1Q0x D1 D0 y

0 000 0 1 0

1 001 0 0 0

2 010 1 0 0

3 011 0 0 0

4 100 1 0 0

5 101 0 0 1

6 110 X X X

7 111 X X X
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D1(t) = x’Q0 + x’Q1

D0 (t)= Q’1Q’0 x’

y= Q1x
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State Diagram => State Table => Excitation Table => Circuit

C1 C2

CLK

x(t)

y(t)

Mealy Machine

S(t)



Sources: TSR, Katz, Boriello & Vahid

Q1Q0\x 0 1

00 01,0 00,0

01 10,0 00,0

10 10,0 11,0

11 01,1 00,1

Q1(t+1)Q0(t+1), y

ID Q1Q0x D1 D0 y

0 000 0 1 0

1 001 0 0 0

2 010 1 0 0

3 011 0 0 0

4 100 1 0 0

5 101 1 1 0

6 110 0 1 1

7 111 0 0 1

S(t)\x 0 1

S0 S1,0 S0,0

S1 S2,0 S0,0

S2 S2,0 S3,0

S3 S1,1 S0,1

Moore Mars Life Recognizer: Summary
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id Q1Q0x D1 D0 y

0 000 0 1 0

1 001 0 0 0

2 010 1 0 0

3 011 0 0 0

4 100 1 0 0

5 101 1 1 0

6 110 0 1 1

7 111 0 0 1

0                       2                        6                       4

1                       3                         7                       5

x(t)

Q1

1          0           1         0

0          0           0          1

Q0D0(t):

0                       2                        6                       4

1                       3                         7                       5

x(t)

Q1

0          1           0          1

0          0           0          1

Q0D1(t):

0                       2                        6                       4

1                       3                         7                       5

x(t)

Q1

0          0           1          0

0          0           1          0

Q0y(t):

Mars Life Recognizer: Summary


